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MAGNET LAMP SERIES

Version 3.0 track

—
46mm

Surface mounted Recessed with wing

Recessed

Suspended
Version 4.0 track D
—
31mm

Surface mounted Recessed Recessed with
Suspended with wing high wing

VERSION 4.0 TRACK

Installs Way: Recessed with wings / Recessed
Suspension / Surface mounted

Length:0.5m/1m/1.5m/2m

Colour: Sand white / Sand black

Material: High—grade aluminum

Output Voltage: 48V DC

Maximum load current: 16 A

Track maximum load power:768W track longest 40m
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Product Information

31mm

53mm

67mm

Version 4.0
recessed track with wing

Accessories

Track mode: SYV A500A / 1000A / 1500A / 2000A
Track length: 0.5m /1.0m/ 1.5m /2.0m

Cut out: 505x35x55mm / 1005x35x55mm
1505x35x55mm / 2005x35x55mm

Material: High—grade Aluminium
Colour: Sand white/Sand black
Input Voltage: DC48V

Model: S9006
L type horizontal track
connector with wing

Model: S9007
L type inner vertical track
connector with wing

Model: S90010

Model: S9008 Model: S9009
L type outer vertical track T type horizontal track + type horizontal track
connector with wing connector with wing connector with wing
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Product Information

31mm
e

54mm

18mm

j
67mm

13mm

Version 4.0
recessed track with high wing

Accessories

Track mode: §YV B 500B / 1000B / 1500B / 2000B

Track length: 0.5m/1.0m/1.5m/2.0m

Cut out: 505x35x45mm / 1005x35x45mm
1505x35x45mm / 2005x35x45mm

Material: High—grade Aluminium

Colour: Sand white/Sand black

Input Voltage: DC48V

Model: S9011 Model: S9012
L type horizontal track L type inner vertical track
connector with high wing  connector with high wing

Model: S9013 Model: S9014 Model: S90015
L type outer vertical track T type horizontal track + type horizontal track
connector with high wing  connector with high wing  connector with high wing
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Product Information

S1mm Track mode: SYV R500 / 1000 / 1500 / 2000
Track length: 0.5m / 1.0m/ 1.5m /2.0m
Material: High—grade Aluminium
Colour: Sand white/Sand black

Input Voltage: DC48V

54mm

Version 4.0
pendent track

Accessories

Model: S9001 Model: S9002 Model: S9003 Model: S9004 Model: S90005
Trimless L type horizontal ~ Trimless L type inner Trimless L type outer Trimless T type horizontal ~ Trimless + type horizontal
track connector vertical track connector vertical track connector track connector track connector




Product Information

mm Track mode: SYV M500 / 1000 / 1500 / 2000
Track length: 0.5m /1.0m/1.5m/2.0m

54mm

Material: High—grade Aluminium
Colour: Sand white/Sand black
Input Voltage: DC48V

Version 4.0
susface mounted track

Accessories

Model: S9001 Model: S9002 Model: S9003 Model: S9004 Model: S90005
Trimless L type horizontal ~ Trimless L type inner Trimless L type outer Trimless T type horizontal ~ Trimless + type horizontal
track connector vertical track connector vertical track connector track connector track connector
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Version 4.0 magnetic track
linear light series

Safety buckle, double insurance

Even light emission, no dark area

Product Information

Iltem NO.: SYV L3007
Power: 7W

Luminous Flux: 474Im Size:
L294*W22*H43mm

Iltem NO.: SYV L6015
Power: 15W

Luminous Flux: 1020Im
Size: L574*W22*H43mm

Item NO.: SYV L9022
Power: 22W

Luminous Flux: 1518Im
Size: L854*W22*H43mm

Iltem NO.: SYV L12030
Power: 30W

Luminous Flux: 2043Im
Size: L1134*W22*H43mm

Beam Angle: 110°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
right-angle linear flood light series

Safety buckle,
double insurance

Product Information

Iltem NO.: SYV L3015
Power: 15W Luminous
Flux: 948Im Size:
L294*.294mm

Beam Angle: 110°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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L
76.91

Golden

a b
17.15 68.18

Black
L a
24.63 0.04

b
-0.89

L
78.29

Silver

a
-0.53

Version 4.0 magnetic track
linear spotlight series

b
-0.15

L
74.11

Grey

a b
-0.82 2.12

Product Information

ltem NO.: SYV S0606/SYV S0610

Power: 6W/10W

Luminous Flux: 3000K 409Im/735Im
4000K 439Im/833Im
Size: L154*W22*H43mm

ltem NO.: SYV S1212/SYV S1220

Power: 12W/20W

Luminous Flux: 3000K 812Im/1432Im
4000K 835Im/1625Im

Size: L294*W22*H43mm

Beam Angle: 17° /30° /41° (6W/10W)
17° /30° /41° (12W/20W)
Light Source: OSRAM SMD
Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black
CRI: >90
Material: High—grade Aluminium
Input Voltage: DC48V
Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
gimbal linear light series

Safety buckle, Even light emission,
double insurance no dark area
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Product Information

Item NO.: SYV L1505
Power: 5W

Luminous Flux: 345Im Size:
L154*W22*H104mm

Item NO.: SYV L3007
Power: 7W

Luminous Flux: 483Im Size:
L294*W22*H104mm

Beam Angle: 110°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable

A

i\
[1
\

i
i
A

1036

ox /?\ om
/ |\ 260
27 / | \ 519
12 / I \ 779
|

307 15° 15 30°
5W 3000K CRI>90 110°

6 / \ 1039
30° 15° 0° 15° 30°

5W 4000K CRI>90 110°

Tk

=

LT 1Y
\

i
|
.0 19 /I
o]y

ux /?\ om
/I\ 261

46 / | \ 522

o 21 / I \ 783
|

g 1 / \ 1044
30° 15° 07 15° 30°

7W 3000K CRI>90 110°

7W 4000K CRI>90 110°



19

L
76.91

Golden

a b
17.15 68.18
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L a
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Silever
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Version 4.0 magnetic track
gimbal spotlight series

b
-0.15

L
74.11

Grey

a b
-0.82 2.12

Product Information

Item NO.: SYV GS0606/SYV GS0612

Power: 6*1W/6*2W

Luminous Flux: 414Im/853Im

Size: L154*W22*H104mm

ltem NO.: SMGS1212/SMGS1224

Power: 12*1W/12*2W

Luminous Flux: 871Im/1645Im

Size: L294*W22*H104mm

Beam Angle: 15° /28° /41° (6*1W/12*1W)
13° /30° /45° (6*2W/12*2W)
Light Source: OSRAM SMD
Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black
CRI: >90
Material: High—grade Aluminium
Input Voltage: DC48V
Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Product Information

[tem NO.: SYV S4005/SYV S4008 Beam Angle: 15° /24° /36°
Power: 5W/8W Light Source: CITIZEN
Luminous Flux: 488Im/565Im Colour Temprature: 2700K/3000K/4000K/5000K
Size: L76*D40*H93mm Colour: Sand white / Sand black
CRI: >90

L101*D40*H93mm
Material: High—grade Aluminium

Input Voltage: DC48V
Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable

Item NO.: SYV S4010/SYV S4016

Power: 10W/16W

Luminous Flux: 853Im/1376Im

Size: L76*D40*H93mm
L101*D40*H93mm

Version 4.0 magnetic track
spotlight series

30 15 15 30 30 15 15 30
5W 3000K CRI>90 36° 8W 4000K CRI>90 36°

Safety buckle, Small and exquisite
double insurance
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Version 4.0 magnetic track
spotlight series

Safety buckle,
double insurance

Product Information

ltem NO.: SYV S5508/SYV S5515

Power: 8W/15W

Luminous Flux: 678Im/1278Im

Size: L105*D55*H142mm
L170*D55*H142mm

Beam Angle: 15° /24° /36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
spotlight series

Safety buckle,
double insurance

Product Information

Item NO.: SYV S5415
Power: 15W

Luminous Flux: 1281Im
Size: L125*D171*H148mm

Beam Angle: 15° /24° /36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
suspended light series

Product Information
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60°

45°

75

60

45

Item NO.:SYV P4008/SYV P4015

Power: 8W/15W

Luminous Flux: 688Im/1275Im

Size: L300*D40mm

Beam Angle: 15° /24° /36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
meteorite decorative chandelier

Safety buckle, Meteorite pattern
double insurance
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Product Information

Item NO.: SYV P13006
Power: 6W

Luminous Flux: 300Im
Size: D130mm

Beam Angle: 300°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
CRI: >90

Material: Glass made of special material

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 4.0 magnetic track
pearl decorative chandelier

Pearl black

Safety buckle,
double insurance

Rose gold

Product Information

Item NO.: SYV P8005
Power: 5W Luminous
Flux: 300Im Size:
D80mm

Beam Angle: 270°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Pearl black / Rose gold

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC48V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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VERSION 3.0 TRACK

Installs Way: Recessed with wings / Recessed
Suspension / Surface mounted

Length: 0.5m/1m/1.5m/2m

Colour: Sand white / Sand black

Material: High—grade Aluminum

Output Voltage: 24V DC

Maximum load current: 16 A

Track maximum load power:384W track longest 20m

Magnetic rail

g

Built—in power supply
Nice apperance
Easy maintenance
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Version 3.0
recessed track

Recessed without wings

Recessed with wings

Product Information

46mm

80mm

-] o
g
£
5 ] Ll
20mm
86mm \

Accessories

Recessed without wings
Track mode: S500 / S1000 / §1500 / S 2000

Track length: 0.5m /1.0m/ 1.5m /2.0m
Cut out: 510x50x120mm / 1010x50x120mm
/1510x50x120mm /2010x50x120mm

Recessed with wings

Track mode: S500S / S1000S / S1500S / S2000S
Track length: 0.5m/ 1.0m / 1.5m / 2.0m
Cut out: 510x50x90mm / 1010x50x90mm

/ 1510x50x90mm / 2010x50x90mm

Model: SC9001A Model: SC9006A Model: SC9007A Model: SC9002A
Trimless Track Trimless Track Trimless Track Track veritcal
Horizontal L connector Cross Connector T Connector L connector
Model: SC9003A Model: SC9004A Model: SC9005A Model: SLO7
Recessed Track T Straight Track Connector

Recessed track horizontal Recessed Track Cross
Connector With Wings Connector With Wings

L connector with wings
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Version 3.0
Pendent track

Suspension wires type

Suspension rob type

Product Information

Pendent

46mm

80mm

Accessories

Track mode: SYV P500 / 1000 / 1500 / 2000
Track length: 0.5m /1.0m/ 1.5m /2.0m

Model: SC9001A
Trimless Track
Horizontal L connector

Model: SC9006A
Trimless Track
Cross Connector

Model: SO1

Suspension wires

Model: S02-06

Suspension rob

Model: SC9007A Model: SC9002A

Trimless Track Track veritcal

T Connector L connector
Model: SLO7 Model: SL08

Straight Track Connector L Type Connector
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Version 3.0
Surface mounted track

Product Information

Surface mounted

46mm

80mm

Accessories

Track mode: SYV M500 / 1000 / 1500 / 2000
Track length: 0.5m/1.0m/1.5m/2.0m

Model: SC9001A
Trimless Track
Horizontal L connector

Model: SC9006A
Trimless Track
Cross Connector

Model: SC9007A
Trimless Track
T Connector

Model: SC9002A
Track veritcal
L connector

Model: SLO7
Straight Track Connector

Model: SLO8
L Type Connector

40



Version 3.0 magnetic track
linear light series

Safety buckle, Even light emission,
double insurance no dark area

41

Product Information

ltem NO.: SYV L300
Power: 10W

Luminous Flux: 780Im
Size: L280*W35*H59mm

ltem NO.: SYV L640
Power: 20W

Luminous Flux: 1600Im
Size: L652*W35*H59mm

Item NO.: SYV L960
Power: 30W

Luminous Flux: 2400Im
Size: L970*W35*H59mm

Beam Angle: 110°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Product Information

Item NO.: SYV LSO1 Beam Angle 16/30/ 45
Power: 1W/2W

Luminous Flux: 80Im/160Im

Size: L45*W35*H59mm Light Source OSRAM  SMD

Colour Temprature 2700K / 3000K / 4000K / 5000K
Item NO.: SYV LS03

Power: 3W/6W .
Luminous Flux: 245Im/495Im Colour « Sand white/Sand black
Size: L106*W35*H59mm

CRI: > 90
Item NO.: SYV LS05
Power: 5W/10W Material’ High—grade Aluminium
Luminous Flux: 410lm/820Im
Version 3.0 magnetic track Size: L148"W357H59mm

Input Voltage DC24V

linear spotlight series

ltem NO.: SYV LS10

Power: 10W/20W

Luminous Flux: 815Im/1590Im
Size: L280*W35*H59mm

Dim 0 - 10V / Wi-Fi/Bluetooth/Dali Dimmable
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Safety buckle, Deep anti glare
double insurance
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Version 3.0 magnetic track
square spotlight series

Safety buckle, Deep anti glare
double insurance
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Product Information

Square(S)

Item NO.: MLS0505S/MLS0510S
Power: 5W/10W

Luminous Flux: 390Im/785Im
Size: L148*W35*H59mm

Item NO.: MLS0505R/MLS0510R
Power: 5W/10W

Luminous Flux: 391Im/782Im
Size: L148*W35*H59mm

Item NO.: MLS1010S/MLS1020S
Power: 10W/20W

Luminous Flux: 785Im/1560Im
Size: L280*W35*H59mm

Item NO.: MLS1010R/MLS1020R
Power: 10W/20W

Luminous Flux: 788Im/1565Im
Size: L280*W35*H59mm

Rectangle(R)

Beam Angle: 40*40/60*60/35*70

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 3.0 magnetic track

linear spotlight series

Safety buckle,
double insurance

Deep anti glare

Product Information

Iltem NO.:SYV S0505W/MLS0510W
Power: 5W/10W

Luminous Flux: 360Im/715Im
Size: L148*W35*H59mm

ltem NO.: SYV LS1010W/1020W
Power: 10W/20W

Luminous Flux: 710Im/1430Im
Size: L280*W35*H59mm

Beam Angle: Wall washer

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable

V |
V|
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Version 3.0 magnetic track
wall washer light series

Safety buckle,
double insurance
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Product Information

Iltem NO.: SYV MW300
Power: 10W

Luminous Flux: 680Im
Size: L280*W35*H59mm

Iltem NO.: SYV W640
Power: 20W

Luminous Flux: 1380Im
Size: L652*W35*H59mm

Item NO.: SYV W960
Power: 30W

Luminous Flux: 2050Im
Size: L970*W35*H59mm

Beam Angle: Partial flooding angle 90°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 3.0 magnetic track
gimbal linear light series

Safety buckle, Even light emission,
double insurance no dark area
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Product Information

Item NO.: SYV L300

Power: 10W
Luminous Flux: 790Im

Size: L270*W35*H180mm

Item NO.: SYV L640

Power: 20W
Luminous Flux: 1605Im

Size: L640*W35*H180mm

Beam Angle: 110°

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Product Information

Item NO.: SYV S03 Beam Angle 15/30/45
Power: 3W/6W

Luminous Flux: 245Im/503Im

Size: L94*W35*H180mm Light Source OSRAM SMD

Colour Temprature 2700K 3000K 4000K 5000K
Item NO.: SYV S05
Power: 5W/10W
Luminous Flux: 410Im/822Im Coldur Sand white/Sand black
Size: L137*W35*H180mm

CRI 90
tem NO.: SYW S10
Power: 10W/20W Material ~ High—grade Aluminium
Luminous Flux: 810Im/1630Im
Version 3.0 magnetic track Size: L270"W357H180mm

Input Voltage DC24V

gimbal spotlight series
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Safety buckle, Deep anti glare
double insurance
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Version 3.0 magnetic track
gimbal square spotlight series

Safety buckle, Deep anti glare
double insurance
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Product Information

Rectangle(R)

Iltem NO.: SYV S0505S/0510S
Power: 5W/10W

Luminous Flux: 395Im/795Im
Size: L137*W35*H180mm

Item NO.: SYV S0505R/0510R
Power: 5W/10W

Luminous Flux: 396Im/792Im
Size: L137*W35*H180mm

Item NO.: SYV S1010S/1020S
Power: 10W/20W

Luminous Flux: 780Im/1550Im
Size: L270*W35*H180mm

Iltem NO.:SYV S1010R/1020R
Power: 10W/20W

Luminous Flux: 775Im/1540Ilm
Size: L270*W35*H180mm

Square(S)

Beam Angle: 40*40/60*60/35*70

Light Source: OSRAM SMD

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white/Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 3.0 magnetic track
spotlight series

Safety buckle,
double insurance

Product Information

ltem NO.: SYV S55

Power: 8W/15W

Luminous Flux: 630Im/1150Im

Size: L105*D55*H166mm
L170*D55*H166mm

YR

Beam Angle: 15° /24° [36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable

10192 / \ 25 S 75° 10 9361 /i\ 25
g 2548 / \ 52 60° 5 2340 / | \ 51
.0 1132 / \ 78 . 3.0 1040 / ‘ \ 76

637 / ‘ \ 104 4.0 585 / } \ 101

30° 15° 0°  15° 30°

15W 3000K CRI>90 15°

15W 4000K CRI>90 15°
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Version 3.0 magnetic track
spotlight series

Safety buckle,
double insurance

Product Information

Item NO.:SYV S54

Power: 15W

Luminous Flux: 1200Im
Size: L125*D71*H172mm

YR

Beam Angle: 15° /24° [36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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15W 4000K CRI>90 15°
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Version 3.0 magnetic track
spotlight series

Safety buckle,
double insurance

Product Information

Item NO.: SYV S76
Power: 156W/20W/25W

Size: L144*D76*H188mm

YRR

Luminous Flux: 1210lm/1700Im/2150Im

Beam Angle: 15° /24° [36°

Light Source: CITIZEN

Colour Temprature: 2700K/3000K/4000K/5000K
Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable

11580 / \ 20 . 75" 1.0[ 13264 /i\ 20
0| 2895 / \ 40 60° 24 3316 / | \ 40
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15W 3000K CRI>90 15°

15W 4000K CRI>90 15°
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Product Information

YRR

[tem NO.: SYV S112 Beam Angle: 15° /24° /36°

Power: 156W/20W/25W Light Source: CITIZEN

Luminous Flux: 1205Im/1650Im/2200Im Colour Temprature: 2700K/3000K/4000K/5000K
Size: L66*D105*H280mm Colour: Sand white / Sand black

CRI: >90

Material: High—grade Aluminium

Input Voltage: DC24V

7 Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 3.0 magnetic track STER S ] | ERNE

spotlight series

Safety buckle,
double insurance
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Product Information

ltem NO.: SV P55 Beam Angle: 15° - 40°
Power: 8W/15W Light Source: CITIZEN
Luminous Flux: 620Im/1205Im Colour Temprature: 2700K/3000K/4000K/5000K
Size: L300*D55mm Colour: Sand white / Sand black
CRI: >90

Material: High—grade Aluminium
Input Voltage: DC24V
Dim: 0-10V/Wi-Fi/Bluetooth/Dali Dimmable
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Version 3.0 magnetic track
focusing suspended light series
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Installation diagram of version 3 magnetic rail

3).L type vertical
track connect

@).Linear connect

@).T type horizontal
track connect

-

]

NI

).+ type horizontal
track connect

=

2).L type horizontal
track connect

(.Linear connect

@)L type horizontal

track connect

(3.L type vertical

(5).+ type horizontal
track connect

@).T type horizontal

track connect track connect

S
e E ==
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Installation diagram of version 4 magnetic rail

Rail connection of surface-mounted installation and suspended installation

T type horizontal
~ track connect

_ Ltypeinner vertical
track connect
+ type horizontal

L type horizontal track connect

track connect

|
% L type outer vertical ﬂ'

track connect

End cap of magnetic rail - —> 0

Rail connection of recessed installation

T type horizontal
track connect

L type inner vertical
track connect

+ type horizontal

L type horizontal
track connect

track connect

L type outer vertical
A track connect

End cap of magnetic rail
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