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Matias
Recessed Downlight
(Dual Wattage & 4 CCT Changeable)

Recessed

Standard WarrantyIP Rating
IP65 6 ye

ar
s

warranty

SPAIN

UGR
<19

Dual wattage control: 5W / 8W selectable
4CCT: 2700K 3000K 4000K 6000K selectable 
via switch
Interchangeable bezel: Can be white / black / 
brushed chrome
Flicker Free Driver: For better visual comfort
Triac Dimmable,Compatible to most branded
dimmers, and C-bus2 system

Features

Tiltable Interchangeable Bezel

Chrome

Black

Fire Rated



Matias
TECHNICAL DATA SHEET - MATIAS - 19163 - RECESSED DOWNLIGHT

TECHNICAL DATA

Product Data
Lamp Type
Wattage
Color Temperature
Rated Luminaire Luminous Flux
Rated Luminaire Efficiency
IP Rating
Beam Angle
Input Voltage
Output Voltage
Frequency Range
CRI
Power Factor
Output Current
Safety Class
Operating Temperature
SDCM(MacAdam)
Material
Finish
Life Span
Warranty
Applications

TECHNICAL OPTIONS

Beam Angle
Finish
Control

38°
Silver / Gold
Switchable/DALI/1-10V/0-10V

SYV Iluminacion Europea, Sociedad Limitada
Avda San Pablo 28 - Naves 15 y 2 - 28820

Cosloda (Madrid) Spain
SYV Design is constantly developing and improving it’s products. The right is reserved to change specification without prior notification or public announcement.

Recessed Downlight
EPISTAR LED
5W / 8W
2700K/3000K/4000K/6000K
460-540lm(5W), 720-840lm(8W)
105-108lm/W
65
60°
AC220-240V
80V
50-60 Hz
Ra>80
>0.9
60~100mA
Class II
-20oC ~ +50oC
< 3
Iron + PC Body
White
60,000 Hours
6 Years
Residential, Commercial, Hospitality etc.

SPAIN

LED
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