SYV | Batten Fittings

Product Specifications:

Lamp Type: BRIDGELUX LED

Driver: LIFUD Driver

Operating Temp.: -20°C ~ +50°C

Material: Aluminum body+SS Clips

Diffuser: PC Diffuser

Finish: White

Lifespan: 50,000 Hours

Warranty: 5 Years

Applications: Parking Lots, Warehouses, Basements, Car washing station, Tunnels, etc.

Product Options:

Wattage: 10W/ 15W /20W

Optional: Motion Sensor, Emergency Kit
Installation: Suspension Kit

Control: Switchable / DALI/ 1-10V /0-10V / TRIAC

SKU W CCT LM mA Beam Size(mm) Cut(mm)
20W/30W/ 3000K/4000K/
Lenora 17653 AOW 000K 125Im/W - 120° L:600 (2Ft) -
22W/28W/ 3000K/4000K/ , )
Lenora 17654 35W/40W 6000K 125Im/W - 120 L: 1200 (4Ft) -
20W/30W/ 3000K/4000K/
17655 Y 5000K  125Im/wW - 120 L: 1500 (5Ft) -
20W/30W/ 3000K/4000K/
(sensor) 17656 40W 6000K 125Im/W - 1209 L:600 (2Ft) -
20W/30W/ 3000K/4000K/
(sensor) 17657 40W 6000K 125Im/W - 120° L: 1200 (4Ft) -
20W/30W/ 3000K/4000K/ , i
(sensor) 17658 40W 6000K 125Im/W - 120 L: 1500 (5Ft) -
24W/32W/ 3000K/4000K/
19056 40W 6000K 125Im/W - 120° L: 1200 (4Ft) -
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Sensor Details:

Stand-by power
Detection area

Hold time

Daylight threshold
Microwave frequency
Microwave power
Mounting height
Detection range
Motion detection

LENORA

WATTAGE & CCT CHANG

:<0.5W

:50%/100%

: 55/1min/3min/10min

: 30Lux/Disable

:5.8GHz+75MHz

:<0.3mW

: 2.5-4m/8.2-13.12ft (ceiling mounted)

: ¢4-10m/13.12-32.8ft (ceiling mounted)
:0.5~1.5m/s






