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SYV | Outdoor Flood Light

Lamp Type: LUMI LED’s

Driver: Meanwell Driver

Operating Temp.: -20oC ~ +50oC

Alignment: 0° ~ 270°

Material: Die cast aluminium body,Zinc Galvanised Steel

Optical Cover: Polycarbonate

Finish: Black

Lifespan: 100,000 Hrs

Warranty: 6 Years

Applications: Outdoor Parking Lots, Playgrounds, Landscape Lighting 

Wattage: 50W/75W/300W/400W/800W

CCT: 3000K - 6000K

Beam Angle: 30x30o/60x60o/90x90o/Type I (30x100o)

Control: Switchable / 1-10V / DALI / TRIAC

15592 35W 5000K 4,550lm

17,500lm

72mA 90x90° 326x113x128 -

15294 100W 5700K 2100mA 60x60° 326x113x128 -

14,200lm15593 100W 5000K 2100mA 90x90° 332x113x249 -

SKU W CCT LM mA

15594 150W 5000K 19,500lm

35,800lm

3100mA 90x90° 332x113x249 -

15372 200W 5700K 4200mA 60x60° 381x113x249 -

26,800lm15595 200W 5000K 900mA 90x90° 332x113x356 -

AC220-
240V

IP
65

CRI>70
Class ISDCM <5 IK0960x60o|90x90o

PF>0.9

502  |  Pandora

SKU 15592/15294 SKU 15593/15594/15372
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