Fora
Surface Mounted Step Light

Features

e Lighting system for walkways designed for use
with LED light sources

e Improved visual comfort, an immediate energy
saving

* The downward orientation of light & the possibility
to regulate optical inclination, are features which
identify it as a path marker.
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TECHNICAL DATA SHEET - FORA - 16732 - SURFACE MOUNTED STEP LIGHT

TECHNICAL DATA

Product Data
Lamp Type
Wattage

Color Temperature

Rated Luminaire Luminous Flux
Rated Luminaire Efficiency

IP Rating

Beam Angle

Voltage

Frequency Range

CRI

Power Factor
Working Temperature
Safety Class

IK Rating

Material

Finish

Life Span
Warranty
Applications

TECHNICAL OPTIONS

Wattage

Color Temperature
Control

Shape

Step light
EDISON LED
8W

3000K
536Im
67Im/W

65

60°
AC220-240V
50-60 Hz
Ra>80

>0.5
-20°C~40°C
Class |
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Die Cast Aluminium Alloy, Clear glass diffuser

with optical structure

Dark Grey

50,000 Hours

5 Years

Outdoors, Residential, Commercial, Hospitality etc.

4W

3000K-6000K
TRIAC, 1-10V, Dali

Round

Fora

[GEAEE]

36mm

215mm

215mm

Cosloda (Madrid) Spain
SYV Design is constantly developing and improving it's products. The right is reserved to change specification without prior notification or public announcement.
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